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REMOVE BRUSH

REMOVE

JUNIPER BUSH

EXST RAILING

LANDSCAPING ROCKS TO BE
RELOCATED, THE NUMBER OF
ROCKS DEPICTED MAY BE LESS
THEN THE ACTUAL NUMBER OF
ROCKS ON SITE.

SAW CUT &
EXST ASPHALT

REMOVE SIGN,
SALVAGE FOR REUSE

&

o ;P

A
T [
SPRINKERHEADS T

TO BE REMOVED
AND SALVAGED | g
FOR REUSE. .4
‘ 2/
&/

=i
\ IZZAT1E 3
Y/ 4
: L
e 0@ 0F Y
& ~ AR §
_ ‘\‘,* T St REMOVE EXISTING SIDEWALK,
“ /W N SAW CUT ON EXST JOINTS
N Dl i/’?',/f’o',ﬁﬂ’ £xsT kiosk “-EDGE OF NEW REMOVE EXISTING
p——— PAVEMENT (TYP) HANDICAPPED SIGN

REMOVE EXISTING
REMOVE EXISTING SIDEWALK,
SAW CUT ON EXST JOINTS, EQ%QEEQITTEFROM
DO NOT REMOVE, DAMAGE,

OR DISTURB KIOSK

REMOVE EXISTING
LOG BARRIERS

PROTECT TREES FROM DAMAGE

REMOVE EXST GRAVEL SURFACING

LANDSCAPING ROCKS TO BE
RELOCATED, THE NUMBER OF
ROCKS DEPICTED MAY BE LESS
THEN THE ACTUAL NUMBER OF
ROCKS ON SITE.

LANDSCAPING ROCKS TO BE
RELOCATED, THE NUMBER OF
ROCKS DEPICTED MAY BE LESS
THEN THE ACTUAL NUMBER OF
ROCKS ON SITE.

REMOVE EXISTING SIDEWALK, 0 {550
SAW CUT ON EXST JOINTS

1 inch =

60

ft.
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SPRINKLER HEAD /11
ETAIL 7 RELOCATED ROCK LINE /3

(USE EXISTING ROCKS ¢4
o |
s 3 Aq’ . 10.
CONTROL POINT TABLE N
&

REMOVE GRAVEL, FILL, AND GRADE ASPHALT REMOVAL
AREA SMOOTH IN PREPARATION FOR SEEDING

ASPHALT PAVING SECTION /10
FULL DEPTH c4

FROM ON SITE)
POINT [NORTHING [ EASTING [ELEVATION DESCRIPTION

CP1 g | 5,000.00 |5,000.00 |1,000.00 | " IRON PIN

CPZ g | 5,201.25 | 5,035.49 994.44 | 4 |RON PIN

SALVAGED SIGN

CP3 g | 4,894.51 | 4,748.91 [ 1,001.03 | MT FWP ALUM CAP
. y,

* ELEVATION DATUM AND COORDINATE SYSTEM ARE ASSUMED

O==—___ RELOCATED ROCK LINE /3N
(USE EXISTING ROCKS ¢4
FROM ON SITE)

[32

‘;a Q -000

18.0' (TYP FOR 90" SPACES)

Y/
SN
exr Kose ~ NEW IRRIGATION
PIPING, 1” CLASS 200
10.0'R IPS PVC PIPE

o
TYPE Il SLURRY s/::éxEL
ENTIRE PAVED SURTFE y RELOCATED ROCK LINE /3
ADDITIVE ALTERNATE #1, 4
SEE SPECIFICATIONS 0.0 (TYP) (USE EXISTING ROCKS
10.0° (TYP FOR FROM ON SITE)

4" YELLOW
STRIPING (TYP) END SPACES)
10.0' (TYP FOR

END SPACES)

7\ STANDARD THICKENED
C4  EDGE SIDEWALK DETAIL

SIDEWALK SECTION /1
T4

20.6" (TYP FOR )

60" DIAGONAL SPACES) 9.0' (TYP) o 15 30 60
PRECAST CONCRETE CURB STOP (/8
(TYP OF 20) ce

1 inch = 860 ft.
FLUSH THICKENED EDGE /7

&g el
@ ) . SIDEWALK DETAIL c6
& "I/// '\‘
1) g A /) >
Uy B \10.0R ASPHALT PAVING SECTION /1
// == EXST KIOSK OVER EXISTING BASE COURSE ©4 LATRINE PLAN /B
y c6
S| 5 10.0'R REMOVE EXISTING BASE COURSE AND ESTABLISH
‘ 9.0 R NEW SUBGRADE ELEVATION PRIOR TO PLACING
\(15:0R FULL DEPTH PAVING SECTION.
] EXST RAILING
\ ASPHALT PAVING SECTION /1
FULL DEPTH ca
WEST PLAN /10\
c7
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MATCH EXST ASPH

997.57
© ASPH
996.90
S
N ASPH
& / ASPH-  996.50
A\ 996.60 | .y 2.4 y ASPH

ASPH
995.80 ~ASPH

[N)
S ‘
— )
%
< D

820 90002

\ Ao 995.95
15
MATCH EXST ASPH i
997.27 996.20
ASPH
NOTE: o 996.00
WHERE ASPHALT IS PLACED DIRECTLY O ~ASPH
ADJACENT TO SIDEWALK, ASPHALT .
ELEVATION SHALL BE SET 0.40’ ASPH
BELOW SIDEWALK ELEVATION EXCEPT »
WHERE INDICATED OTHERWISE. ASPH
996.10
N/ &
N

EXST KIOSK ASPH
PH 996.25

ASPH
998.20

ASPH (P 8
997.90 a"’ \// 7‘ b
ASPH {f;’ ' / W“F\ LY
997.37 ,L‘ 6 g\\\v/) 0 ASPH
/A—' SN o :
¢ ASPH
ASPH 996.00
ASPH 996,20 996
995.95
ASPH ASPH /SDWK
1000.05 N\ 996.02
ASPH
et ASPH 996.25
1000.10 5 995.90
ASPH
1000.65 ASPHALT SHALL BE FLUSH WITH
ASPH SIDEWALK, (TYP FOR THE 8

1000.80 ! @

PARKING SPACES IN THIS

ASET DK TURNOUT)

996.20

ASPH \, opp 999.60 MaspH ASPH /SDWK

0 15 30 60

1 inch = 60 ft.

=) PH
ASPH 999.75 ASPH ~ 990.35 997.20
999.80 “ASPH 999.75 998.16
1000.18 999.70 999.71 ASPH ASPH /SDWK
EXST KIOSK 998.52 997.30
. / ’ ® %0 ASPH o7
g 0 ¢ J 1055‘29 1000.33 T )
'8\ 48 9| ( ASPH \\999.97 : 999.90 ASPH /SDWK B
R g\ 100067 100040 MAXIMUM9967‘15 7SLOPE OFF SOUTH
:"‘ o v 3 \ EXST RAILING 1000.00 EDGE OF SIDEWALK ok
pot @ - /o LASPH =
L0018 v ASPH  \ 1000.40 Y455
\; / 1000.85 \,pp, = =
;rstg%> & = 1000.78 =
O\ : == 4
10 =
\007-50
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STANDARD PAVEMENT—
EULL DEPTH 3" ASPHALT

r SURFACING

14" OF 3/4" MINUS;—T

CRUSHED BASE COURSE,

RECOMPACT UPPER 6" OF SUBGRADE
TO 95% OF DENSITY PER ASTM D—-698

STANDARD PAVEMENT—
OVER EXISTING BASE COURSE
3" ASPHALT

r SURFACING

PRSP R ARSI N O L

| o—

3/4" MINUS CRUSHED BA':‘.EA|
COURSE, VARIABLE DEPTH
BETWEEN 0.0" TO 0.4’

MOUNT ON —/

SIGN_POST
SEE DETAIL BELOW

FOR PARKING AREA§—/

WITH A MIN 9'-0

[&]

ACCESS AISLE ON
THE RIGHT HAND
SIDE OF THE
VEHICLE

REQUIRED
N———

HANDICAP
PARKING

$100 FINE
VAN ACCESSIBLE
PERMIT

NEW R7-8

VAN ACCESSIBLE ADA PARKING SIGN

NO SCALE

SEE ADA SIGN
DETAILS ABOVE

NOTE: __—1=0" x 1'=6" x 0.068" ALUMINUM

SET SIGN 18" BACK FROM

PARKING SIGN. BOLT TO STEEL TUBE

CONSTRUCTION NOTES:

1. ALL WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH "MONTANA PULIC WORKS SPECIFICATIONS”,
SIXTH EDITION (MPW).

2. BEFORE DIGGING, CALL 811 FOR LOCATION OF EXISTING UTILITIES.

3. ALL DISTURBED AREAS AND AREAS DESIGNATED IN THE PLANS FOR SEEDING SHALL BE TOPSOILED,
SEEDED, MULCHED, AND FERTLIZED. TOPSOIL SHALL BE IMPORTED TOPSOIL PLACED MINIMUM 6" DEEP
(SEE MPW SEEDING SPECIFICATION). SEED MIX SHALL BE NATIVE DRYLAND AS PROVIDED BY CASHMAN'S
NURSERY OR APPROVED EQUAL FOR AREAS OF NATIVE GRASS. LAWN AREAS SHALL BE SEEDED WITH
KENTUCKY BLUEGRASS.

4.  ALL EXCAVATION AND EMBANKMENT ON THIS PROJECT, SHALL MEET THE REQUIREMENTS OF MPW
SPECIFICATION 02/230 STREET EXCAVATION, BACKFILL AND COMPACTION.

5. THE DRAWINGS ARE INTENDED TO COMMUNICATE THE INTENT OF THE PROJECT ONLY AND DO NOT INCLUDE
ALL EXISTING FEATURES. CONTRACTOR IS RESPONSIBLE TO INSPECT THE SITE TO DETERMINE FEATURES
IN CONFLICT WITH THE WORK.

6.  PLANT MIX SURFACING SHALL BE TYPE-B, WITH ASPHALT CEMENT PG 58-28.

7.  CONCRETE SIDEWALK AND ADA RAMPS SHALL BE CROSS SLOPED AT A MAXIMUM
1.8% OR AS INDICATED.

8. PAVEMENT MARKINGS SHALL BE 4" YELLOW STRIPES AND BLUE ADA SYMBOLS. ALL
PAINT SHALL BE WATERBORNE PAVEMENT MARKING PAINT WITH REFLECTIVE GLASS BEADS.

9. ALL TESTING OF CONCRETE, AND PAVEMENT REQUIRED BY MPW SHALL BE PROVIDED
BY AN INDEPENDENT TESTING FIRM AT THE EXPENSE OF THE CONTRACTOR. A MINIMUM
OF 1 COMPACTION TEST SHALL BE PROVIDED FOR EVERY 500 SY OF BASE COURSE
OR ASPHALT PLACED.

10. CROSS SLOPE OF ADA PARKING AND LOADING STALLS SHALL NOT EXCEED 2.0%
SLOPE IN ANY DIRECTION.

11. CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL SIGNING AND BARRICADES TO CLOSE THE
PARKING LOT DURING CONSTRUCTION. ADVANCE WARNING SIGNS SHALL BE PLACED IN BOTH
DIRECTIONS FROM THE APPROACH TO WARN OF THE CLOSURE. A TRAFFIC CONTROL PLAN
SHALL BE SUBMITTED FOR REVIEW OF THE ENGINEER AND MDT. THE PARKING LOT SHALL
NOT BE CLOSED WITHOUT AN APPROVED TRAFFIC CONTROL SUBMITTAL. TRAFFIC CONTROL
SHALL COMPLY WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).

12.  TO INSURE DRAINAGE THE CRUSHED BASE COURSE SURFACE SHALL BE BLUE TOPPED
WITH HUBS AT A MAXIMUM 50 FOOT SPACING, FINAL SURFACE TOLERANCES SHALL BE AS
SPECIFIED IN MPW.

SIDEWALK EDGE, TOP OF WITH 1/2" CADMIUM PLATED BOLTS,
) QURB O EDGE’ OF ASPHALT NUTS, AND WASHERS. 13. IMPORTED TOPSOIL SHALL BE PLACED TO TRANSITION FROM NEW ASPHALT SURFACE TO
RO AT O s e BASE COURSE EXISTING TERRAIN. AREAS OF POTENTIAL PONDING SHALL BE FILLED AND GRADED TO
¢ DRAIN, ALL TRANSITIONS SHALL BE GRADED SMOOTH. WHERE BASE COURSE GRAVEL IS
" EXPOSED BY EXISTING ASPHALT REMOVAL, THAT IS MORE THAN 12" FROM THE NEW ASPHALT
= EDGE, IT SHALL BE REMOVED AND REPLACED WITH TOPSOIL.
8 | 2"x 2"x .}88" STE/EL TUBE EXTENDED
INTO 2 1/2"x 2 1/2"x 0.188" STEEL TUBE
STANDARD SIDEWALK Zg PIPE. PROVIDE WELDED WATERTIGHT CAP.
= o (3 g A 3 2
4" CONCRETE SLAB |2 7.0° MAXIMUM l 7.0" MAXIMUM WA SPAGHG 70 VD [\,_’
| r Sl TELESCOPING FOR EASY REPAIR TOPSOLL, EXISTNG N OF ROCK LINE
~ z AND SECURED W/BREAKAWAY BOLT PLACE OR IMPORT IN
o AREAS TO BE LANDSCAPED
SIDEWALK OR GROUND SURFACE
J T SALVAGED ROCK
" " FROM ON SITE
8" OF 3/4" CRUSHED
BASE COURSE <~
RECOMPACT UPPER 6" OF SUBGRADE l? Z 21/2% 2 1/2'x 0.188" STEEL TUBE
TO 95% OF DENSITY PER ASTM D-698 k= SET 307 INTO CONCRETE
\ xy L
——| |<10” DIAMETER CONCRETE BASE
TYPICAL SECTIONS /1 ROCK LINE DETAIL
Yo SoAe e PARKING SIGN SUPPORT /2 oc £3)
NO SCALE C6.C7.C8

s, NOTES AND DETAILS !
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UPPER LANDING
MAX SLOPE 2%

5.0".WIDE RAMP
. -*MAX-SLOPE 121

= cooooloooo
cooocoloooopoo R - N
s cooooloooopoo
ooooofo r\o opoo .
2'-0" x 5'—=0" ARMORCAST
DETECTABLE WARNING PANEL
OR APPROVED EQUAL
:: ASPHALT SURFACING
PLAN
6'—0" MIN | RAMP | 6'—0" MIN |
WIDTH
777777777 TOP_OF EXISTING SIDEWALK
12:1 pmay 12:1 MAX

ASPHALT SURFACE—/
BOTTOM OF THICKENED

EDGE SIDEWALK

SECTION ALONG FACE OF SIDEWALK

LANDING | RAMP |

DETECTABLE WARNING PANEL

ASPHALT SURFACE

NOTES:

. THE WIDTH OF THE RAMP IS 5'-0".
. THE DESIRED CURB RAMP SLOPE IS 1:20 (5%), MAXIMUM SLOPE IS 1:12 (8.3%).
. THE MINIMUM LANDING LENGTH IS 5.0 FEET.

. THE DESIRED CROSS SLOPE OF THE SIDEWALK, LANDING AND RAMP IS 1.5%

o

SECTION A-A

SLOPE = Y:X
WHERE X IS
LEVEL PLANE

MAXIMUM CROSS SLOPE IS 2%.

. SEE STANDARD SIDEWALK SECTION ON SHEET C4. THIS SECTION APPLIES TO LANDINGS,

FLARES AND RAMPS.

FLARED RAMP /2N

NO SCALE c7

ASPHALT FLUSH WITH SIDEWALK

*

CROSS SLOPE AT 1.5%

ASPHALT SURFACING

| LANDING |

RAMP | LANDING

WIDTH

FACE OF SIDEWALK

TOP OF SIDEWALK
/_ ASPHALT SURFACE

‘ WIDTH ‘

1:12

/

ASPHALT SURFACE

BOTTOM OF THICKENED

SECTION ALONG FACE OF SIDEWALK
EDGE SIDEWALK

CURB LANDING

SLOPE INTO LANDING, —/ 1.8%—=

TOPSOIL AND SEED

&
— /A

2.0°

SECTION A-A

NOTES:

. THE WIDTH OF THE LANDING IS 5'-0".

. THE MINIMUM LANDING LENGTH IS 6'-0" FEET.

S UWUN

MAXIMUM CROSS SLOPE IS 2% (1:50).

. THE DESIRED CURB RAMP SLOPE IS 5% (1:20), MAXIMUM RAMP SLOPE IS 8.3% (1:12).

. THE DESIRED CROSS SLOPE OF THE SIDEWALK, LANDING AND RAMP IS 1:66.7 (1.5%),

5. SEE STANDARD SIDEWALK SECTION ON SHEET C4. THIS SECTION APPLIES TO LANDINGS,

AND RAMPS.

PARALLEL CURB RAMP /=

NO SCALE C6,C8

L.

ASPHALT SURFACE

/—DETECTABLE WARNING PANEL

J. LARSON MAY 17, 2013 ° ..
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BLUE PAINTED

ADA SYMBOL (TYP)
g FLUSH THICKENED
EDGE SIDEWALK

4" YELLOW
DIAGONAL STRIPING

[
ASPHALT
SURFACING

1/4 ROUND
/VlfOAO' ‘

@ 2.0’ 0.C. (TYP) ‘ ‘-6" ‘
VARIES —=— 1.8% —==—
STAND = P2z - .
c8 EDGE SIDEWALI A N PR —'—T - j 12
{ — 4 CONCRETE" . |__ '— 4” CONCRETE ‘
10.0 L 8" CRUSHED 8" CRUSHED ASPHALT
5 R R
\/ o0 g BASE COURSE BASE COURSE ASPHALT
/’KE G L L FLUSH SECTION STANDARD SECTION
’ 109 = -\ \\\\\
% - THICKENED EDGE SIDEWALK DETAIL /7
SIDEWALK SECTIONf-14\ NO SCALE C2,C6,C7,C8
[
] \ HANDICAPPED PARKING SIGN /2
172 &
PARALLEL ADA RAMP /B
cé
PRECAST CONCRETE CUR
o (TYP OF 20) ce , 4.0 )
4.0’ (TYP) RECON WALL SYSTEM OR APPROVED |
0 5 10 20 /_ EQUAL, TOP BLOCK (TYP)
RECON WALL SYSTEM
L inch = 20 ft. LATRINE PLAN / CORNER TP BLOCK
@ (TYP BOTH ENDS OF
WALL)
le—2.0" 20.0°
(TYP)
M EXISTING SIDEWALK
° o] | 4_3/4 BNQTE:
LOCK TEXTURE TO BE NORTHSTAR
v i OR NORTHSLOPE GRANITE OR EQUAL,
COLOR TO BE OWNER SELECT.

CONCRETE CURB STOP

PLAN VIEW

1-1/2" DIAMETER ALUMINUM
REBAR CAP, ENLARGE HOLE THROUGH
CURB STOP AS NECESSARY TO ALLOW

CAP TO SEAT AS SHOWN.

9-1/2" _£ 2-3/4"

SECTION

.

AN

N

T
|

7-0

ELEVATION

|
e

~

1” DIAMETER HOLE

NOTES:
SLIGHT DIFFERENCES IN DIMENSIONS MAY BE ALLOWED

SLOPE TO
EXISTING SIDEWALK\

ELEVATION 1000.67

By R e RECON WALL SYSTEM OR APPROVED

EQUAL, TOP BLOCK, 16" BLOCK FACE
HEIGHT (TYP)

NEW ASPHALT

4

ELEVATION 1000.42

6” GRANULAR LEVELING PAD PER
MANUFACTURERS RECOMMENDATIONS

#5 REBAR, 36" LONG (TYP) Jhﬁ ﬂF AT THE ENGINEER'S DISCRETION. -
SECTION
CONCRETE CURB STOP DETAIL /2> RETAINING WALL /2
NO SCALE
él::VFflilO:Y: ’\E;l::;?y = REVISED BY: DATE: APPROVED BY: DATE: cﬂlﬂl[_tal[,a Tis’l,’ P LAN AN D D ETAI LS ARSON ZgLﬁmTclfRnA/?\g%';gf E
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BLUE PAINTED ADA SYMBOL (TYP) % a

EXST KIOSK

STANDARD THICKENED /7
EDGE SIDEWALK 3

HANDICAPPED PARKING SIGN@

20.0°

4" YELLOW DIAGONAL
STRIPING @ 2.0° 0.C. (TYP)

FLARED ADA RAMP /35\

RETAINING WALL /9
[¢]

HAND RAILING _ /T2\
c7

2\ EXST RAILING

WEST PLAN @ 0 5 10 20

} 29'—4 1/2"

EXISTING SIDEWALK
(GRADE VARIES BETWEEN
5.0% AND 6.0%)

i 4-10 3/4" i

STEEL HANDRAIL, SHOP
PRIME AND FIELD PAINT

il
/ |
———_==_ N

NOTES:

°HANDRAILING POSTS AND RAILS SHALL BE 1-1/2" DIAMETER ROUND.
*HANDRAILING SHALL MEET THE REQUIREMENTS OF ASTM E 985.
°PAINT SHALL MEET SSPC — PAINT 15 — STEEL JOIST SHOP PAINT.

MANUFACTURER RECOMMENDED
BASE PLATE AND ANCHORS,
ANCHORS SHALL BE STAINLESS

NEW OR SALVAGED, HUNTER
|-20—ADS—-06 GEARED ROTOR
SPRINKLER HEAD OR APPROVED
EQUAL.

3/4” PVC STREET ELLS

3/4" SCH 80 PVC NIPPLE

3/4” PVC STREET ELLS

&

| N
/ \1" CLASS 200 IPS PVC PIPE

PVC TEE

SPRINKLER HEAD DETAIL A
Cc2

NO SCALE

AS RECOMMENDED —= STEEL HANDRAIL, SHOP
BY ANCHOR BOLT PRIME AND FIELD PAINT
MANUFACTURER,
3" MIN. (TYP)
MANUFACTURER RECOMMENDED
BASE PLATE AND ANCHORS, 4
STAINLESS STEEL ANCHORS o,
MINIMUM (TYP) N
R

MATCH COLOR OF EXISTING RAILING. STEEL (TYP)
oFIELD MEASURE PRIOR TO FABRICATION
ELEVATION SECTION
HAND RAILING 13\
NO SCALE 7
J. LARSON MAY 17, 2013 . ..
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